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NOTES:

VALVE

1. 
2. 
3.

4. 

5.
6.

7.

Valve type, size and ends as specified or shown on plans.
All valves that are 2-inch and larger shall have an operating nut.
When used in non-paved areas, provide an 18-inch square or 24-inch diameter round by 
4-inch thick portland cement concrete pad.
For pipe extension section: use a 6-inch O.D. 12 gauge steel or 6-inch AWWA C900 PVC 
pipe in one-piece construction with no longitudinal cuts.
The cast iron cover is to have WATER or W cast with raised lettering into top surface.
When the valve nut is 54-inches or deeper below finished grade, provide valve operator 
extension per Beaverton Standard Dwg 620. 
For 18-inches of valve box, flanged upper section of valve box and cover, use Olympic 
Foundry  VB 910.

HAND TAMP BACK FILL 
AROUND TOP SECTION

PIPE EXTENSION
SECTION  AS 
REQUIRED -
SEE NOTE 4

CONCRETE PAD
- SEE NOTE 3

1-1/4" DEEP LIFT 
POCKET WITH 9/16" DIA 
WROUGHT IRON ROD

1"

7  3/4"

18"

12"
8"

JR - CPD

WATER  VALVE  BOX  AND  COVER
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CAST IRON COVER - SEE DETAIL BELOW

SEE 
NOTE 6

6" MIN.
12" MAX.
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